
4-post

Golden SEA-DRIVE

Follow Us!



(10,12,14,16 CD/SS Lifts)

5/8” Oversized
hardened Drive Bolt

Beneath Protective Cap

8,000 In-Lbs
 of Torque 

at .98 hp Input

POWERED BY THE
GOLDEN SEA-DRIVE

PATENT # 7,850,147

PATENT # 6,719,241

PATENT # 10,189,685 

Stainless
Steel

Grease 
Fittings

Stainless 
Cable Keeper

Cable Stop 
(Winder Cable Guard)

3.5 Inch Diameter
Grooved Cable Winder

vs 2.75 Inch

Welded Tube for Auto-Stop Wire
to Prevent Wrapping on Winder

Stainless 
Steel Piling 

Double Mount 
Brackets with 
Insulator Pad

Welded
Cable Adjuster

Cable
Tie Off Bolt

Extra Wide
Super Bearings

15 year warranty on the structural parts and 2 year on all other parts

All non-adjustable parts are welded with 6061 aluminum structure

All lifts are covered by Products Liability Insurance

Capacities range from 5,000 lbs to 250,000 lbs

All hardware and cables are 300 series Stainless Steel 

To learn more about the Four Post Lift, call our team of 
experts at 239-337-4141 or visit us on the web

www.goldenboatlifts.com


