





Weight Distribution
And
Safe Operating Procedures

* The weight of your boat must be evenly distributed on the beams to ensure your safety and the longevity
of your lift. Consult the boat manufacturer for the lifting points and center of gravity on your boat.

* Always place the center of gravity of your boat directly in the CENTER of your cradle beams.

* Please consult with your installer for assistance and proper placement of your boat on the lift.

When your boat is properly centered on the I
lift mark a spot or feature that aligns with

the forward or aft guide pole for easy proper SHEP
docking.

* The boat lift cradle beams must be lowered below the draft of the boat before you drive your boat over the
cradle beams. (Hint: At installation mark the guide pole at the water line when the cradle beams are below
the boat. When docking, no matter the tide level the cradles will always be below the boat when the mark is
at the waterline.)

* When you raise the boat you must raise it far enough that the cradle beams are above the highest point the
water may reach.

* Inspect the cables before each use.

* Replace any damaged or frayed cables immediately.

Golden Boat Lifts has supplied Zinc’s to help reduce the corrosion that is possible in some locations. Please check
them and replace as required.

Lock your control box and turn off electricity to your lift when not in use. This will help eliminate corrosion and
reduce the chance of theft.
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Golden Boat Lifts are designed to provide
years of service with very little maintenance.
We recommend grease in the points depicted
two times per year. The Sea-Drive is
lubricated for life. Flat Plate - recommended
to grease very often (every 10 uses).

1)

2)

3)
4)

5)
6)

BOAT LIFT MAINTENANCE

FLAT PLATE DRIVE

1. REMOVE COVER

2. GREASE TwO FITTINGS

ON BLOCK AND ONE HIDDEN
BEHIND DRIVE GEAR

GOLDEN SEA DRIVE

LIFETIME LUBRICATION
NO MAINTENANCE REQUIRED
&

—GREASE UPPER BLOCK
E-12000 AND UP

TO KEEP YOUR LIFT IN OPERATING SERVICE:

Grease all fittings consisting of: one at each end of winders, lower pulley blocks and upper pulley block
on E-12000 and up.

Flat Plate Drive: remove cover and grease the gear bearing blocks and behind drive gear.

Inspect all cables for wear and kinking. Replace ALL. WORN OR DAMAGED CABLE.

Inspect electrical cables and test GFCI for proper function. Damage to cable insulation or loose
connections should be immediately repaired by a qualified electrician.

Wipe all exposed aluminum surfaces

Rinse cables, rollers, and all submersible parts after each use.

WITHOUT EXCEPTION WARRANTY COVERAGE
WILL NOT EXTEND TO DAMAGE CAUSED BY
ELECTROLYSIS!

Check Zink Anodes often and replace when deformed. They can be found underwater hanging by 1/8” cable
bolted to lift. One for each track beam.
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